
TCR-21 ECO
rigid condensate drain pipe

- cod. SCD3E0001

DESCRIPTION:
• The rigid condensate drain tube is made of self-extinguishing, UV-stabilised, impact-resistant recycled PVC, in black.
The thickness of 2 mm offers a remarkable strength, high insulating capacity and flexibility of use.
• The perfect seal between the pipe and the accessory is guaranteed by the construction characteristics of the fittings
and by the sealing gasket. They are also particularly suitable for under-track use in combination with fittings or in visual
discharges, where good precision is required to ensure the correct slope to the water discharge.
• Available in 2 m bars, in a minimum pack of 25 pieces

TECHNICAL SPECIFICATIONS:
• Shockproof and anti-UVA PVC
• Anti-condensation
• Thickness 2 mm
• Accessories with internal O-rings
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EXAMPLE OF INSTALLATION:

DIMENSIONS
CODE INTERNAL Ø [mm] EXTERNAL Ø [mm]
SCD3E0001 17 21

ITEMS
CODE DESCRIPTION
SCD3E0001 RIGID CONDENSATE DRAIN PIPE TCR-21 ECO BLACK

All rights relating to this publication are the exclusive property of Tecnosystemi SpA.
Tecnosystemi SpA reserves the right to make changes at any time and without notice, for technical or commercial needs.
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