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Pump connection hose

12170064 - 12170029 - 12170014
12170066 - 12170018

TECHNICAL SPECIFICATIONS:
• Made of transparent drawn PVC
• Extruded smooth surface
• Shore Hardness A:75±5
• Operating temperature: -10°C to +60°C
• No phthalates
• Weatherproof, resistant to abrasion and most chemicals
 
 

DIMENSIONS

CODE INTERNAL Ø
[mm]

Ø INTERNAL
[inch]

Ø ESTERNO
[mm]

Ø EXTERNAL
[inch]

PESO TEORICO
[kg/mt]

THEORETICAL
WEIGHT [lbs/ft]

LUNGHEZZA
[mt]

LENGHT [ft]

12170064 4 1/6" 6 1/4" 0,021 0.014 10 32.8

12170029 4 1/6" 6 1/4" 0,021 0.014 100 328

12170014 6 1/4" 9 11/32" 0,046 0.031 25 82

12170066 8 5/16" 12 15/32" 0,08 0.054 10 32.8

12170018 8 5/16" 12 15/32" 0,08 0.054 100 328
Technical data with reference to a temperature of 23˚°C ±2˚°C (ISO 291) - tolerances on all indicated diameters ±5%.

ITEMS

CODE DESCRIPTION

12170064 PUMP TUBING Ø 4X6 mm

12170029 PUMP TUBING Ø 4x6 mm.

12170014 PUMP TUBING D.6X9 mm

12170066 PUMP TUBING Ø 8X12 mm

12170018 PUMP TUBING Ø 8x12 mm
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