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Insulation for copper pipe in rods

11127993 - 11127995 - 11127996
11127997 - 11127998 - 11127999
11127994

CARATTERISTICHE TECNICHE:
• Tubo isolante in polietilene espanso
• Classe di reazione al fuoco BL-s1 d0 secondo EN 13501-1
• Spessore 15 mm

DATI TECNICI:

CODE Ø [inch] Ø [mm] SHEATH THICKNESS [mm] CONTENTS PER BOX [m]

11127993 1/2” 12,7 15 140

11127995 5.8" 15,80 15 110

11127996 3/4” 19,05 15 100

11127997 7/8” 22,22 15 82

11127998 1" 25,40 15 68

11127999 1" 1/4 31,75 15 60

11127994 1" 5/8 41,27 15 50

CODE DESCRIPTION

11127993 INSULATION FOR COPPER PIPE IN STRAIGHT LENGTHS 1/2” (2 mt)

11127995 INSULATION FOR COPPER PIPE IN STRAIGHT LENGTHS 5/8” (2 mt)

11127996 INSULATION FOR COPPER PIPE IN STRAIGHT LENGTHS 3/4” (2 mt)

11127997 INSULATION FOR COPPER PIPE IN STRAIGHT LENGTHS 7/8” (2 mt)

11127998 INSULATION FOR COPPER PIPE IN STRAIGHT LENGTHS 1” (2 mt)

11127999 INSULATION FOR COPPER PIPE IN STRAIGHT LENGTHS 1” 3/8 (2 mt)

11127994 INSULATION FOR COPPER PIPE IN STRAIGHT LENGTHS 1” 5/8 (2 mt)

Powered by TCPDF (www.tcpdf.org)

Tecnosystemi S.p.A. - Benefit Company   |  www.tecnosystemi.com
Via dell’Industria, 2/4 - Z.I. San Giacomo di Veglia  31029 Vittorio Veneto (Treviso) - Italy
Phone +39 0438 500 044  |  Fax +39 0438 501 516 

1

http://www.tcpdf.org

